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Clamp-On Bucket Forks
These Clamp-On Bucket Forks are built to meet the demands of today’s 
acreage owner. Sturdy construction provides outstanding performance 
over years of service. Easy on/off design offers the utmost in conve-
nience when moving palletized materials.

• Designed for handling palletized material only.

• Useable fork length of 35 or 42 inches,  depending on model.

• Forks extend 14.5 Inches under bucket, 8 in. inside bucket. 

• Completely independent – allows fork adjustment to any pallet width.  

• Mounts to most loader buckets without the use of tools – easy on/off design.

• Rated from 1,000 to 4,000 lbs. Lift is limited by fork capacity or loader capacity, whichever is less. 

• Each fork has a built-in stake pocket for a 2 x 4 to be installed as an upright backstop (recommended). 

Compact Pallet Forks
Don’t let their small size fool you. These pallet forks are designed 
for compact tractors up to 40 horsepower equipped with a front 
loader. They incorporate many of the same durability features 
found in our larger units. Excellent for moving bulky, bagged or 
palletized materials quickly and easily, saving time and effort.

• Pallet forks are rated at 2,000 lbs.

• Class I solid steel alloy forks for long life.

• Models available with integrated brackets for John Deere 
200/300 series loaders, as well as loaders utilizing the universal 
skid steer system.

• Fits other loaders with our FLPF model & bolt-on interfacing 
quick attach brackets available for most major compact loader 
models.

Mini Skid Steer Pallet Forks

Pallet Forks designed for Mini Skid Steers / Compact Tool Carriers. 
These tools elevate the professional’s productivity while offering the 
large property owner increased flexibility.

• Rated at either 900 lbs. or 2,000 lbs.

• All steel construction.

• Model MPF-2000 utilizes Class I solid steel alloy forks. 

• Fits Toro-Dingo, Ramrod, Boxer, Ditch Witch and others with 
 “Universal” mounting system.
• Model available for Bobcat MT-series (MT-50, MT-52, MT-55). 
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Clamp-On Bucket Fork Specifications

  BF-1000  BF-2000 BF-4000

Weight Capacity (lbs/kg) 1,000 / 453.5 2,000 / 907 4,000 / 1,814

Overall Length (in/cm)  49.5 / 1257  56.5 / 1435 56.5 / 1435 

Fork Length (in/mm)  35 / 889  42 / 1067  42 / 1067

Forks (in/mm) 2 x 3 / 51 x 76 2 x 3 / 51 x 76 2 x 4 / 51 x 76

Weight (lbs/kg)  78 / 35  102 / 46 191 / 87 

Product No.   831950  831930 831960

Note: Rated lift capacity is based on a pair of forks with no more than ½-load per fork and load no more than halfway out on each fork.

WARNING: Read and understand the operator’s manual before operation. Be sure tractor/skid steer 
is properly counterbalanced. Damage to equipment or personal injury could occur.

Compact Pallet Forks Specifications

  FLPF-2000  SSPF-242 JDPF-2000

Equipment Used On Loaders < 40 hp Loaders < 40 hp JD 200 / 300 Series

Weight Capacity (lbs/kg) 2,000 / 907 2,000 / 907 2,000 / 907

Frame Construction  Welded Steel  Welded Steel Welded Steel 

Fork Spacing (in/mm) 6 – 40 / 152 – 1016 6 – 40 / 152 – 1016 6 – 40 / 152 – 1016

Fork Carrier Notched Rail  Notched Rail Notched Rail

Forks 1.18” x 3.5” w/Latch 1.18” x 3.5” w/Latch 1.18” x 3.5” w/Latch

Fork Length (in/mm) 42 / 1067 42 / 1067 42 / 1067

Weight (lbs/kg  ) 270 / 123 290 / 131 280 / 127 

Product No.   832525  832520 832530

Note: Rated lift capacity is based on a pair of forks with no more than ½ - load per fork and load no more than halfway out on each fork.

Mini Skid Steer Pallet Forks Specifications
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  MPF-900 MPF-2000 MPF-2000 B/G

Equipment Used On Mini Skid Steer Mini Skid Steer Bobcat MT-Series

Weight Capacity (lbs/kg) 900 / 408 2,000 / 907 2,000 / 907

Frame Construction  Welded Steel  Welded Steel Welded Steel

Fork Carrier Steel Tube  Notched Rail Notched Rail

Forks 1” x 3” x 31.5” 1.18” x 3” x 42” 1.18” x 3” x 42”

Weight (lbs/kg) 150 / 68 215 / 98 225 / 102

Product No.   832670  832640 832695

Note: Rated lift capacity is based on a pair of forks with no more than ½ - load per fork and load no more than halfway out on each fork.


